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(Conditions: correct answer 1pt; wrong answer -0.5pt; no answer Opt)
1- In which two PVST+ port states are MAC addresses learned? (Choose two.)
a-Listeningblocking b-forwarding c-learning d-disabled
2- Which spanning tree standard supports only one root bridge so that traffic from all VLANs travels the same

sath?
-802.1D b- PVST+ c- Rapid d- PVST e- MST
i~ What port state will switch ports go to immediately when configured for PortFast?

i-Learning b- forwarding c- blocking d- listening h |
1- When a port range is configured for EtherChannel using PAgP, which mode will form the teamed channe
nly if the port receives PAgP packets from another device?

-Active b-auto c-desirable d-passive
- What is the most cost-effective method to resolve interface congestion caused by a high level of traffic

etween two switches?

a- increase uplink speed

b- add more VLANS to reduce broadcast domains

c-ports aggregated using EtherChannel

d- insert a router between the switches

Which statement describes an EtherChannel implementation?

a- EtherChannel only works at layer 2.

b-PAgP cannot be used in conjunction with EtherChannel.

C- A trunked port can be part of an EtherChannel bundie.

d- EtherChannel can support up to a maximum of ten separate links

Which two protacols are link aggregation protocols? {Chnose two.)

3- 802.3ad b- PAgP c- STP d- EtherChannel e- RSTP

What type of address does a switch use to create the KAC address table?

lestination IP address b-source IP address c-destination MAC address d-source MAC address
NMhat two criteria does a Cisco LAN switch use to decide how to forward Ethernet frames? (Choose tilvo.)
ath cost b-exit port c-ingress port d-destination IP address e-destination MAC address

-What network device can act as a boundary to divide a Layer 2 broadcast domain?
- Router b- Ethernet bridge c- Ethernet hub d- Access point

What does the term "port density" mean for an Ethernet switch?

1€ memory space allocated to each switch port

he number of available ports c- the speed of each port

‘he number of hosts connected to each switch port

What is the destination address in the header of a broadcast frame?

0.0.0 b-255.255.255.255 c-11-11-11-11-11-11 d-FF-FF—FF-FF-FF-FF '
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13- Which statement describes a result after interconnecting multiple Cisco LAN switch
a- The broadcast domain extends to all switches. ches?

b- A collision domain exists per switch.
c- Frame collisions increase on segments connecting switches,

d- There is one broadcast domain and one collision domain per switch,

14- What type of VLAN is used to designate traffic that is untagged as it traverses g

primary port?
a- Data b- default c- native d- management

15- When a Cisco switch receives untagged frames on an 802.1Q trunk port, which VLAN ID

is the traffic switched to by default?
a- Unused VLAN ID b- Native VLAN ID c- Data VLAN ID d- Management VLAN ID

16- What happens to a port associated with VLAN 10 when the administrator removes
VLAN 10 from the switch?

a-The port becomes inactive. b- The port reverts to the default VLAN.
c-The port automatically associates to the native VLAN. d- The port re-creates the VLAN.

17- Which command is used to remove only VLAN 20 from a switch?
a- delete vlan.dat b- delete flash:vlan.dat c- no vlan 20 d- no switchport access vian 20

18- A small college uses VLAN 10 for the ¢lassroom network and VLAN 20 for the office
network. What is needed to allow communication between these two VLANs while using
legacy inter-VLAN routing?

a- A router with at least two LAN interfaces should be used.

b- Two groups of switches are required, each with ports configured for one VLAN.

c- A router with a VLAN interface is required to connect to the SVl on a switch.

d- A switch with a port configured as a trunk is required to connect to a router.

13- What is the disadvantage of using router-on-a-stick inter-VLAN routing?
a- does not support VLAN tagged packets ' o
b- requires the use of more physical interfaces than legacy inter-VLIAN routing
c- does not scale well beyond 50 VLANs
d- requires the use of multiple router interfaces configured to function as access links

20- What is the feature of legacy inter-VLAN routing?
a- Only one VLAN can be used in the topology.
b-The router requires an Ethernet link for each VLAN.
C- The User VLAN must have the same ID number as the Management VLAN.
d- Inter-VLAN routing should be done on a switch instead of a router.
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